DESIGN CRITERIA

1. DESIGN IS BASED ON THE ASSUMPTION THAT THE MATERIAL WITHIN THE
REINFORCED EARTH VOLUME, METHODS OF CONSTRUCTION AND QUALITY
OF PREFABRICATEC MATERIALS SHALL CONFORM TO THE GECRGIA
DEPARTMENT OF TRANSPORTATION'S TECHNICAL SPECIFICATIONS FOR
REINFORCED EARTH WALLS., DESIGN IS FURTHER BASED ON A LETTER
OF UNDERSTANDING BETWEEN THE REINFORCED EARTH COMPANY AND
GEORGIA DOT DATED JUNE, 2007.

2. SOILS CHARACTERISTICS USED FOR DESIGN {PER B.F.L):

" SELECT GRANULAR BACKFILL
@ = 36 DEGREES, ¢ = 0 p.s.f, ¥ = 135 p.c.f

RANDOM BACKFILL
@ = 28 DEGREES, ¢ = 0 p.sf, ¥ =120 p.ef
EQUNDATION MATERIAL

#=0.40

Ao/9 =0.00

3. THE MAXIMUM APPLIED SEARING PRESSURE AT THE FOUNDATION LEVEL
15 AS SHOWN ON THE WALL ELEVATIONS FOR EACH DESIGN CASE,
WHERE APPLIED BEARING PRESSURE EXCEEDS ALLOWABLE BEARING
PRESSURE, CONSTRUCT WALL WITH 30-DAY WAITING PERIOD(S) AS
SHOWN ON WALL PROFILES.

4. ANY UNSUITABLE FOUNDATION MATERIAL BELOW THE REINFORCED
EARTH VOLUME, AS DETERMINED BY THE E£NGINEER, SHALL BE
EXCAVATED AND REPLACED WITH SUITABLE MATERIAL OR OTHERWISE
STABILIZED AS DIRECTED BY THE ENGINEER.

5. REINFORCING STRIPS SHALL BE 50mm WIDE AND 4mm THICK AND
SHALL CONFGRM TC THE PHYSICAL AND MECHANICAL PROPERTES OF
ASTM A—3572 GRAODE 65. GALVANIZATION SHALL BE APPLIED IN
ACCORDANCE WTH ASTM A—123 OR AASHTO M111 (20z/FT?).
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COMPACTION AND OPERATION EQUIPMENT SHALL BE KEPT A MINIMUM
DISTANCE QF 3'-0" FROM THE 8ACK FACE OF THE REINFORCED EARTH
PANELS. COMPACTICN WITHIN 3'—0" OF THE REINFORCED EARTH
PANELS SHALL BE ACHIEVED WITH AT LEAST THREE {3) PASSES OF A
UGHTWEIGHT MECHANICAL TAMPER, RCLLER OR VIBRATORY SYSTEM.
NO COMPACTION DENSITY TEST SHALL BE TAKEN WITHIN THE 3 FT.
ZONE.

. IF STRUCTURES IN EXCESS OF 20" IN HEIGHT OCCUR, THE FINISHED

GRADE IN FRONT OF THE WALL SHALL BE PLACED AND COMPACTED
BEFORE WALL CONSTRUCTION EXCEEDS A HEIGHT OF 20.  FINISHED
GRADE BACKFHL SHALL BE COMPACTED TO 95% OF ASTM D-698,
METHODS "C" OR "D", UNLESS OTRERWISE DIRECTED BY THE ENGINEER.

. IT 1S THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE LOCATION

OF ANY GUARDRAIL POST BEHIND THE REINFORCED EARTH PANELS
PRIOR TO PLACEMENT OF THE TOP LAYER OF REINFORCING STRIPS,
INDIVIDUAL STRIPS MAY BE SKEWED TO AVOID THE POST LOCATIONS IF
AUTHORIZED BY THE REINFORCED EARTH COMPANY.  ANY DAMAGE
DONE TO THE REINFQRCING STRIFS DUE TO THE INSTALLATION OF
GUARDRAIL SHALL BE REPAIRED BY THE CONTRACTOR AT THE
CONTRACTORS EXPENSE.

. IF EXISTNG OR FUTURE STRUCTURES, FPIPES, FOUNDATIONS QR

GUARDRAIL POST WHICH ARE WITHIN THE REINFORCED EARTH WVCOLUME
INTERFERE WITH THE NORMAL PLACEMENT OF THE REINFORCING STRIPS
AND SPECIFIC DIRECTICN HAS NOT BEEN PROVIDED ON THE PLANS, THE
CONTRACTOR SHALL NOTIFY THE REINFORCED EARTH COMPANY TO
DETERMINE WHAT COURSE OF ACTION SHOULD BE TAKEN.

. ALL DETAILING AND CHECKING OF REINFORCING STEEL FOR ANY.C.LP.

CONCRETE WORK IS THE RESPONSIBILITY OF THE CONTRACTOR.

. TOP  PANELS BENEATH CAST—IN-PLACE GCOPING SHALL HAVE #4

DOWELS PROTRUDING FROM THEIR TOP EDGE.

. FOR OTHER INFORMATION PERTAINING TO WALL CONSTRUCTION PLEASE

ATERIALS NOTI NT.

22. SELECT BACKFILL QUANTITY

THE SELECT BACKFILL QUANTITY INDICATED BY THE REINFORCED EARTH
COMPANY IS CALCULATED BY MULTIPLYING THE NOMINAL STRIP
LENGTHS SHOWN ON THE PLANS (PLUS 1 FT.) BY THEIR TRIBUTARY
WALL SURFACE AREA AND CONVERTING THE RESULT TO A NEATLINE
CUBIC YARD QUANTITY. THIS INFORMATION 1S FURNISHED FOR THE
CONTRACTOR'S INFORMATION ONLY AND IS NOT INTENDED TO
REPRESENT THE ACTUAL QUANTITIES REQUIRED TO COMPLETE THE
WORK. THE CONTRACTORS MUST CALCULATE HIS OWN EXCAVATION
AND BACKFILL QUANTITIES BASED UPOM THE SPECIFIC CONDITEONS OF
THE PROJECT,

23. PANEL FINISH

THE PRECAST PANELS FOR THIS PROJECT SHALL HAVE AN ASHLAR STOMNE
FINISH UNLESS OTHERWISE SPECIFIED.

24, NOTE TO CONTRACTORS

ONLY THE FOLLOWING MATERIALS ARE SUPPUED BY THE REINFORCED
EARTH COMPANY:

~ PRECAST CONCRETE FACING PANELS

REINFORCING STRIPS

— BOLT SETS (FOR ATTACHING PANELS TO THE REINFORCING STRIPS)
— BEARING BLOCKS

— RUBBER SHIMS

— FILTER CLOTH AND ADHESIVE {FOR PANEL JOINTS ONLY}

ANY OTHER MATERIALS CALLED FOR IN THE CONTRACT PLANS OR
SPECIFICATIONS ARE TO BE SUPPLIED BY THE CONTRACTCR.  ANY
JOINT MATERIALS SHOWN AT THE INTERFACE OF PRECAST PANELS AND
CAST—IN—-PLACE CONCRETE STRUCTURES ARE TO SE SUPPLIED BY THE
ERECTION CONTRACTOR. ALL SANDBLASTING, PAINTING, SEALERS OR
OTHER SPECIAL APPLIED COATINGS ARE ALSC SUPPLIED /INSTALLED BY
THE CONTRACTOR IN THE FIELD FOLLOWING PANEL ERECTION.
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. REFER TO THE REINFORCED EARTH CONSTRUCTION MANUAL. 25. THE REINFORGED EARTH COMPANY SUPPLIES PRECAST CONCRETE wald
WALl CONTTRUCTION: 19. THE CONTRACTOR IS RESPONSIBLE FOR GRADUALLY DEFLECTING UPPER FACING PANELS AND ACCESSORIES TO BE USED IN CONJUNCTION WITH
T ING STRIPS DOWNWARD TO AVOID CONFLICTS WITH PAVING OTHER MATERIALS IN THE CONSTRUCTION OF THE REINFORCED EARTH®
6. STATIONS ARE SHOWN ALONG € CHATTAHCOCHIE NRA DR. : R e omEr AT e O TRACTORS ATTENTION 18 RETAINING WALLS DETAILED HEREIN. THE CONSTRUCTION AND QUALITY WALL 4
7. REINFORCED FARTH WALLS IN CURVES WILL FORM A SERIES OF SHORT DIRECTED  ESPECIALLY  TO  SITUATIONS  WHERE  ROADWAY R A LT RCINPORCED EARTH
CHORDS OF 4.92' EACH TO MATCH DESIRED WALL ALIGNMENT. SUPERELEVATION AND/OR SOIL MIXING ARE ANTICIPATED. v Tt e T “THE, CONTRAGTOR'S  GBLIGATION. 1o DEVISE AND SU BM I TT A L
8 FOR LOCATION AND ALIGNMENT OF REINFORGED EARTH WALLS, SEE 20. THE CONTRACTOR IS RESPONSIBLE FOR THE CONTROLLING STORM LG AN BRACING yaTER D A PR OTEE TN Srara A,
PLAN VIEW & CONSTRUCTION PLANS. WATER DRAINAGE IN THE VICINITY OF THE WALL DURING CONSTRUGCTION. . ' :
" STORM_WATER RUNOFF IS TO BE COLLECTED AND- DISCHARGED AWAY B e N T eeon) STRUCTION 48D QUALITY CONTROL
9. #f MANHOLES AND DROP INLETS ARE PRESENT, THEY SHALL BE FROM THE WALL AND REINFORCED EARTH BACKFiLL. '
TOCATED A% SHOWH ON THE WALL ELEVATIONS. S ACCOUNT FOR PROJECT SPECIFIC CRITERIA.  COMPLIANCE WITH THE
GUICELINES IN THIS MANUAL DOES NOT RELIEVE THE CONTRACTOR OF
ITS RESPONSIBIITY TO AQHERE TO THE PRQJECT PLANS,
O L BE DRIVER PRIOR 10 N TR T N i NP O e MATERIAL NOTES SPECIFICATIONS AND GONTRAGT DOGUMENTS OR COMPLIANGE WITH ALL
WALL UNLESS A METHOD TO PROFECT THE STRUGTURE. WHICH IS FALL PROTECTION, SAFETY, LAWS, STANDAROS AND PROCEDURES AT
ACCEPTABLE TO THE ENGINEER AND THE REINFORCED EARTH COMPANY, 21. NOMINAL STRIP LENGTHS THE JOBSITE.  CONTRACTORS SHOULD TAKE SPECIAL PRECAUTIONS TO
AND IS PROPOSED AND APPROVED IN WRITING. PREVENT THE PANELS FROM SHIFTING OCR FALLING DURING THE
i THE REINFORCING STRIP LENGTHS SHOWN ON THE PLANS, MEASURED ERECTION PROCESS.
11. BACKFILL MATERIAL SHALL BE COMPACTED IN ACCORDANCE WITH THE FROM BACK FACE OF PANEL, ARE THE NOMINAL LENGTHS REQUIRED BY
SPECIFICATIONS FOR REINFORCED EARTH WALLS TO A LEVEL OF 2°(+) CALCULATION. .THE ACTUAL FABRICATED STRIP LENGTHS ARE OFTEN
ABOVE THE TE STRIPS EMBEDDED IN THE PANELS. INSTALLATICN OF LONGER (UP TO 6") DUE TO MANUFACTURING TOLERANCES.  THE
REINFORCING STRIPS SHALL BE PERMITIED ONLY AFTER PLACEMENT REQUIRED HORIZONTAL LIMIT GF GRANULAR BACKFILL IS EQUAL TO THE
AND COMPACTION OF THE BACKFILL MATERIAL HAS REACHED THE - NOMINAL STRIP LENGTH. ADDITIONAL GRANULAR BACKFiL BEYOND THE GEORGIA
REQUIRED LEVEL. NOMINAL STRIP LENGTH IS NOT REQUIRED 8Y GALCULATION. "
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